MRCG Setup Sheet

Track Conditions

Clean RCP foam surface
Name Track Race Date Med. temp., med. traction
Base Setup
(Touring/Pan)
Body: Wheelbase: 0 94mm
® 98mm
Front Suspension Rear Wheel
oKingpin Oil: Tire:
Preload Spacer: 0.5 mm Kyosho 20° Racing Radial
Susp. Limiter: 1.5 mm TireWidth: 11 mm

Spring: PN MRO2 Yellow
Camber Knuckle: 0.5 ° [

Droop Spacer: 0.5 mm

Ride Height: 2 mm
Toe: O °
O Anti-Roll Bar:

Front Wheel

Tire:
PN Racing 15° Front Slick

Tire Width: 8.5 mm
Tire Dia.: 24 mm

Wheel
o Plastic
& Delrin
o Aluminum

Track Width: mm

Battery

ESC and Receiver

Servo

Transmitter

Motor

Pinion: t

Differential

Spur Gear:

Differential Ball
o Steel
o Carbide
o Ceramic

Differential Shaft
o Steel
o Titanium

Tire Dia.: 24.5 mm

Wheel
o Plastic
®r Delrin
7 0 Aluminum

Track Width: mm

Rear Suspension

Center Spring:
PN MRO2 Yellow

oSide Spring:

®Oil/Tube Damper:
Kyosho Rear Oil Shock

1000wt oil, green spring

Disk Damper
Top Spring: Blue (hard)
Bottom Spring: Blue
Oil: 1000wt
Preload: none

Roll Center Spacer: 0 mm

A
Y

Ride Height: 2.5 mm

Notes/Other
Alterations to base setup:

For colder temp. or lower traction, use

softer front springs and disk damper springs,

& vice versa for higher temp. or higher grip.




